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Arlington Historic 
District Commissions 

Application for Certificate 

(Read attached instructions 
before completing form) 

X Appropriateness - for work described herein 

Minor project ^Major Project Demolition 
Non-Applicability - for the following reason(s): 

Not subject to public view 

Maintenance, repair, or replacement using same design and materials 
Proposed change specifically excluded from review under Bylaw 

Other:_ 

Hardship - financial or otherwise and does not conflict substantially with 
the intent and purposes of the Bylaw 

Property Address 110 CRESCENT HILL AVENUE _Distric t MT GILBOA/CRESCENT H ILL 

Owner(s) MARY BROOKS, CHRIS LOCKERY _ Email_ clockery@gmail.com, mwbrooksl 10@gmail.com 

Owner's Phone (h) (c) 781.354.6335, (c) 781.3 54.6058 _(fax)_ 

Owner’s Address 110 CRESCENT HILL AVENUE _ 

Applicant (if not Owner)_ 

Applicant’s Phone (h)_(w)_(fax)_ 

Applicant’s Address_ 

Applicant’s Relationship to Owner_ 

Contracto r TBD _Phone_ 

Architec t CHRIS LOCKERY _Phone (c) 781.354.6058 _ 

Dates of Anticipated Work: Star t : AL 2020 _Completion VINTER 2020 _ 

Description of Proposed Work: (attach additional pages as necessary) Please include a description of how 
the proposed work (if a change or addition) is historically and architecturally compatible with the building 
and the District as a whole. 

SECOND FLOOR MASTER BATHROOM ADDITION. THE NEW WORK IS LOCATED ON THE REAR CORNER OF THE EXISTING SECOND FLOOR, ABOVE A PREVIOUS FIRST FLOOR 
ADDITION. THE DESIGN PROPOSES TO EXTEND AN EXISTING, PREVIOUSLY ENCLOSED SECOND FLOOR PORCH ACROSS THE BACK OF THE HOUSE. THE PLANES OF 
EXISTING WALLS AND SHED ROOF WILL BE EXTENDED "TO COMPLETE THE SQUARE". THE INTENT IS FOR THE NEW WORK TO APPEAR AS THOUGH IT IS PART OF THE 
ORIGINAL VOLUME OF THE HOUSE. ALL MATERIALS AND DETAILS WILL MATCH EXISTING. NO CHANGE TO EXISTING SETBACKS. 

Required Documentation Acknowledgement: (see attached instructions) 

I acknowledge that I am required to provide supporting documentation, including the attached “Supporting 
Documents Checklist”, by the deadlines indicated in the instructions. I understand that if such documents 
are not provided in a timely manner, this application will be considered to be incomplete and Commission 
action may be delayed. 

I have read the attached instructions and, to the best of my knowledge, the information contained in 
this application is accurate and complete. I also give permission for members of the AHDC to access 
the property for the purpose of reviewing this application and work done under any certificate issued 
to me. 

Owners Signature(s):_Date:_ 

Certificate Application (Revised January 2016) 


For Commission Use Only: 

Date Rec: _ 

Hearing Date:_ 

Certificate #:_ 

Monitor:_ 



Certificate Requested: 


General Information: 
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Application Information and Instructions 

REVIEW DESIGN GUIDELINES AND CONTACT THE COMMISSION BEFORE YOU BEGIN ANY 
EXTERIOR WORK WITHIN AN HISTORIC DISTRICT: Property owners in an Historic District are required to 
obtain a certificate from the Commission prior to starting any exterior work on buildings or structures. Applicants are 
encouraged to review the Commissions’ Design Guidelines (available at the Commission website) prior to filing an 
application. Once an application is received, a formal public hearing will be scheduled to consider the application, 
public notice will be published, and abutters and interested parties will be notified. Please note that, by Town Bylaw, 
the building department cannot issue a building permit for exterior work or demolition without the necessary certificate 
from this Commission. Anyone contemplating exterior work should contact the Commission’s Executive Secretary. 
Property owners are encouraged to present preliminary plans to individual Commissioners or at informal Commission 
hearings to better understand Commission requirements. 

Types of Certificates: 

Certificate of Appropriateness - Required for exterior alterations and new construction that are subject to public 
view unless specifically exempted by the Bylaw. 

Minor Projects: doors, windows, skylights, lighting fixtures, walls, fences, HVAC and electrical equipment, 
gutters, and other small additions or modifications. 

Major Projects: new structures, additions, projections, solar panels, and significant modifications to exterior 
elevations or roofs. 

Demolition Projects: removal of any existing structure or portion thereof in a Historic District. 

Certificate of Non-Applicability - Issued for matters that are specifically excluded from AHDC review. 

Certificate of Hardship - Issued when the denial of a Certificate would constitute a hardship, financial or 
otherwise, on the property owner and if the proposed work does not conflict substantially with the intent and 
purposes of the Bylaw. Approval of a Certificate of Hardship requires detailed documentation of specific hardship 
to an individual property owner. 

Required Documentation: At a minimum, an application for a Certificate of Appropriateness or Hardship requires 
the documentation specifically listed on the attached “Supporting Documentation Checklist”. A Certificate of Non- 
Applicability requires documentation of existing conditions and proposed changes. The Commission requires one set 
of the documentation (preferably electronic) by the deadlines described below and seven printed sets at the hearing (3 
printed sets for minor projects). A copy of the signed checklist, with the appropriate boxes checked off, must be 
submitted with the documentation. An application will be deemed incomplete until the required documentation has 
been received and reviewed by the Commission. In an emergency, required documentation can be presented at the 
formal hearing, however, this may delay action on the application. Based on the complexity or unique nature of a 
particular project, the Commission may, as allowed by law, require additional information. Failure to provide 
sufficient documentation could delay approval or be cause for a negative determination. 

Application Deadlines: The Commission typically meets on the fourth Thursday of each month (third Thursday in 
November and December) at the Whittemore-Robbins House, 670R Massachusetts Avenue (behind the Robbins 
Library). To allow for the publishing of legally required notices prior to individual hearings, Applications must be 
received approximately four weeks prior to the Commission hearing date. Specific deadlines for each hearing can be 
obtained from the Commission’s Executive Secretary. All required documentation must be provided to the 
Commission for its review by the following deadlines: 

Minor Projects: 7 calendar days prior to scheduled hearing 
Major Projects or Demolition: 14 calendar days prior to scheduled hearing 
In most cases, failure to meet these deadlines will delay scheduling of a formal hearing until the following month. 

Upon approval of an application at a formal hearing, a certificate will be issued approximately one week from the date 
of the hearing and a copy will be sent to the Building Inspector to allow issuance of a permit. 

Contact Information: Additional information is available at: arlingtonhistoricdistrict.com. Inquiries, applications, 
and supporting documentation should be directed to Carol Greeley, Executive Secretary, ahdc@town.arlington.ma.us , 
(781) 316-3265, or c/o Dept of Planning and Community Development, Town Hall Annex - First Floor, 730 
Massachusetts Ave., Arlington, MA 02476. Any additional questions can be addressed to the Commissions’ Chair 
Stephen Makowka at ahdcchair@town.arlington.ma.us . 


Certificate Application (Revised January 2016) 
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ARLINGTON HISTORIC DISTRICT APPLICATION 
Supporting Documentation Checklist 

Property Address_District MT GILBOA/CRESCENT HILL 

Applicant’s Name MARY BROOKS, CHRIS LOCKERY _ Email clockery@gmail.com, mwbrooks110@gm ail.com 

Applicant’s Phone (Day) /IOBILE _(Mobile) 781.354.6058, 781.354.6335 _ 

□ For Minor Projects or Certificate of Non-Applicability 

□ Drawings (11x17 max., with graphic scale, dimensioned, all materials identified) or marked up 
Photographs (8x10) 

Existing conditions of historic I’acaclc(s) to be modified; Show location of proposed work; Show proposed 
feature(s); Elevations showing proposed work and context; Drawing showing location of proposed work; 
Drawing showing the proposed feature(s); Site plan for site located equipment and features 

□ Manufacturer’s literature and specifications sheets describing the proposed feature(s) 

□ Description of how the proposed work is either compatible with the District or Non-Applicable 

□ For Major Projects 

Photographs (8x10) 

Existing conditions of historic structure to be modified (facades, roofs, neighboring buildings); Site; 
Neighborhood context; Historic precedents for proposed work 

□ Drawings (11x17 max., with graphic scale, must show differentiated existing and proposed 
conditions, dimensions, and all materials identified) 

^ Plans 

Site (showing proposed structures, fences, walls, parking, HVAC equipment, electrical equipment, and 
relationship to adjacent roads, neighboring buildings); Each floor; Roof (showing valleys, hips, 
ridges, dormers, skylights, chimneys, vents, HVAC equipment, solar panels) 

Elevations of building facades- identify: 

Foundation; Siding ; Trim; Gutters; Downspouts; Shutters; Railings; Stairs; Windows; Doors; Roof 
materials; Roof pitch; Chimneys and vents; Masonry; Light fixtures; Solar panels; HVAC equipment; 
Electrical equipment; Fences; Signage 

Wall sections (especially showing projecting features such as bays, balconies, porches, additions) 

Relevant exterior detail drawings (architectural trim, eaves, doors, windows, caps, columns, vents, rail 
systems) 

Profile drawings (window and door elements, railings, balusters, stairs, shutters, roof trim, corner 
boards, casings, water tables, skirts, frieze boards, and all other trim) 

For projections, additions and new construction also include: 

Neighborhood lot plan- include footprint to lot area ratio as well as that of neighboring lots; Plot plan- 
existing building(s), setbacks, proposed new structures; Site section (show relationship to site 
topography, adjacent structures, major landscape features, roads) 

□ Manufacturers’ literature and specification sheets describing the proposed components 

□ Suggested Supporting Submittals: Model; Physical Samples 

□ Description of how the proposed work is compatible with the District. 

□ For Demolition 

□ Statement of current state of existing structure and reason for demolition 

□ Statement of the historic significance of the structure 

□ Site Documentation (including Plot plan; Photographs of existing conditions; List existing 
materials; Year built; Original architect) 

□ Other provided documentation not described above (please list on a separate attached sheet). 

Applicants Signature(s):_Date:_ 

Certificate Application (Revised January 2016) 
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SITE PLAN 
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EXTERIOR WALL SECTIONS 
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ABBREVIATIONS 


NOTE 1: ABBREVIATIONS WHEN USED IN COMPOSITION MAY INCLUDE PERIODS FOR CLARIFICATION 


NOTE 2: ABBREVIATIONS MAY BE DIFFERENT WHEN A PART OF A LEGEND 



A/C 

AIR CONDITION(ING)(ED) 

F / 

FACE OF 

0/0 

OUT TO OUT 

ACC 

ACCESSIBLE 

F/F 

FACE TO FACE 

OC 

ON CENTER 

ACST 

ACOUSTIC(AL) 

FA 

FIRE ALARM 

OCC 

OCCUPY, OCCUPANT 

AD 

AREA DRAIN 

FAAP 

FIRE ALARM ANNUNCIATOR PANEL 

OD 

OUTSIDE DIAMETER 

ADA 

AMERICANS WITH DISABILITIES 

FACP 

FIRE ALARM CONTROL PANEL 

OF/CI 

OWNER FURNISHED, 

ADJ 

ADJUSTABLE/ADJACENT 

FCO 

FLOOR CLEANOUT 


CONTRACTOR INSTALLED 

AFC 

ABOVE FINISHED COUNTER 

FD 

FLOOR DRAIN 

OF/OI 

OWNER FURNISHED, 

AFF 

ABOVE FINISHED FLOOR 

FDC 

FIRE DEPARTMENT CONNECTION 


OWNER INSTALLED 

AFG 

ABOVE FINISHED GRADE 

FDCC 

FIRE DEPARTMENT CONNECTION 

OFF 

OFFICE 

AGGR 

AGGREGATE 

CABINET 


OPH 

OPPOSITE HAND 

AHU 

AIR HANDLING UNIT 

FDTN 

FOUNDATION 

OPNG 

OPENING 

ALT 

ALTERNATE 

FE 

FIRE EXTINGUISHER 

OPP 

OPPOSITE 

ALUM 

ALUMINUM 

FEC 

FIRE EXTINGUISHER CABINET 

ORD 

OVERFLOW ROOF DRAIN 

ANOD 

ANODIZE(D) 

FF 

FINISH FACE 



APC 

ACOUSTICAL PANEL CEILING 

FH 

FIRE HYDRANT 

PA 

PUBLIC ADDRESS 

APPROX 

APPROXIMATE 

FHC 

FIRE HOSE CABINET 

PAR 

PARAPET, PARALLEL 

ARCH 

ARCHITECT(URAL), ARCHITECT 

FHR 

FIRE HOSE RACK 

PCC 

PRE-CAST CONCRETE 

ASPH 

ASPHALT 

FIN 

FINISH(ED) 

PERF 

PERFORATED 

ATC 

ACOUSTICAL TILE CEILING 

FFEL 

FINISHED FLOOR ELEVATION 

PERP 

PERPENDICULAR 

AUTO 

AUTOMATIC 

FLR 

FLOOR 

PLAM 

PLASTIC LAMINATE 

AWT 

ACOUSTICAL WALL TREATMENT 

FLUOR 

FLUORESCENT 

PLAS 

PLASTER 



FO 

FINISHED OPENING 

PLBG 

PLUMBING 

B / 

BOTTOM OF 

FOC 

FACE OF CURB 

PLYWD 

PLYWOOD 

B/B 

BACK TO BACK 

FOF 

FACE OF FINISH 

PNT 

PAINT 

BC 

BACK OF CURB 

FOM 

FACE OF MASONRY 

POL 

POLISHED 

BD 

BOARD 

FOS 

FACE OF SLAB/ FACE OF STUD 

PR 

PAIR 

BITUM 

BITUMINOUS 

FP 

FIRE PROTECTION/ FIREPROOF 

PREFAB 

PREFABRICATE(D) 

BLDG 

BUILDING 

FRMG 

FRAMING 

PREFIN 

PREFINISHED 

BM 

BEAM/BENCHMARK 

FRTW 

FIRE RETARDANT TREATED WOOD 

PRELIM 

PRELIMINARY 

BOT / 

BOTTOM OF 

FT 

FOOT (FEET)/ FIRE TREATED 

PROJ 

PROJECT 

BSMT 

BASEMENT 

FTG 

FOOTING 

PROP 

PROPERTY 

BUR 

BUILT-UP ROOFING 

FURG 

FURRING 

PS 

PULL STATION 



FURN 

FURNISH, FURNITURE 

PSF 

POUNDS PER SQUARE FOOT 

CAB 

CABINET 

FUT 

FUTURE 

PSI 

POUNDS PER SQUARE INCH 

CB 

CATCH BASIN 

FV 

FIELD VERIFY 

PT 

POINT/ PRESSURE TREATED 

C/C 

CENTER TO CENTER 



PTD 

PAPER TOWEL DISPENSER 

CCTV 

CLOSED CIRCUIT TELEVISION 

GA 

GAGE 

PTN 

PARTITION 

CEM 

CEMENT 

GALV 

GALVANIZED 

PTS 

PNEUMATIC TUBE SYSTEM 

CF/CI 

CONTRACTOR FURNISHED, 

GEN 

GENERAL 

PVC 

POLYVINYLCHLORIDE 


CONTRACTOR INSTALLED 

GFRC 

GLASS FIBER REINFORCED CONCRETE 

PVG 

PAVING 

CF/OI 

CONTRACTOR FURNISHED, 

GFRG 

GLASS FIBER REINFORCED GYPSUM 




OWNER INSTALLED 

GL 

GLASS 

QT 

QUARRY TILE 

CFM 

CUBIC FEET PER MINUTE 

GLBLK 

GLASS BLOCK 

QTY 

QUANTITY 

CFMF 

COLD-FORMED METAL FRAMING 

GLU LAM 

GLUED LAMINATED WOOD 



CG 

CORNER GUARD 

GRLN 

GRADE LINE 

R 

THERMAL RESISTANCE, RADIUS, RISER 

Cl 

CAST IRON, CURB INLET 

GRFL 

GROUND FLOOR 

RB 

RUBBER BASE 

CIP 

CAST-IN-PLACE 

GSB 

GYPSUM SHEATHING BOARD 

RC 

REINFORCED CONCRETE 

CJ 

CONTROL JOINT 

GT 

GREASE TRAP 

RCP 

REFLECTED CEILING PLAN 

CL 

CENTER LINE 

GWB 

GYPSUM WALL BOARD 

RCPTN 

RECEPTION 

CLG 

CEILING 

GYP BD 

GYPSUM BOARD 

RD 

ROOF DRAIN 

CLO 

CLOSET 

GYP PLAS GYPSUM PLASTER 

REC 

RECESSED 

CLR 

CLEAR 

H 

HIGH 

REF 

REFERENCE, REFRIGERATOR 

CLRM 

CLASSROOM 

HB 

HOSE BIBB 

REINF 

REINFORCE, REINFORCING 

CM 

CENTIMETER 

HC 

HOLLOW CORE 

REQ(D) 

REQUIRE, REQUIRED 

CMU 

CONCRETE MASONRY UNIT 

HDW 

HARDWARE 

RESIL 

RESILIENT 

CO 

CLEANOUT 

HDWD 

HARDWOOD 

REV 

REVISION 

COL 

COLUMN 

HM 

HOLLOW METAL 

RF 

RESILIENT FLOORING 

COMM 

COMMUNICATION 

HO 

HOLD OPEN 

RH 

RIGHT HAND 

CONC 

CONCRETE 

HORIZ 

HORIZONTAL 

RM 

ROOM 

CONF 

CONFERENCE 

HPT 

HIGH POINT 

RO 

ROUGH OPENING 

CONT 

CONTINUOUS 

HS 

HEAT STRENGTHENED 

ROW 

RIGHT OF WAY 

COORD 

COORDINATE 

HSKPG 

HOUSEKEEPING 

RTF 

RUBBER TILE FLOOR 

CORR 

CORRIDOR 

HT 

HEIGHT 

RVL 

REVEAL 

CP 

CARPET 

HVAC 

HEATING, VENTILATION, AIR 



CPT 

CARPET TILES 

CONDITIONING 

S 

SOUTH 

CT 

CERAMIC TILE 

HW 

HOT WATER 

SAN 

SANITARY 

CTR 

CENTER/CONTOUR 



SC 

SOLID CORE 

CU 

CUBIC 

ID 

INSIDE DIAMETER 

SCHED 

SCHEDULE 

CUH 

CABINET UNIT HEATER 

INCAND 

INCANDESCENT 

SECT 

SECTION 

CUST 

CUSTODIAN 

INCL 

INCLUDE(D), INCLUDING 

SF 

SQUARE FOOT(FEET) 

CW 

COLD WATER PIPING/ 

INSUL 

INSULATION 

SGL 

SINGLE 


CHEMICAL WASTELINE 

INT 

INTERIOR 

SHR 

SHOWER 



INV 

INVERT 

SHT 

SHEET 

D 

DEEP, DEPTH, PENNY (NAIL) 



SIM 

SIMILAR 

DBL 

DOUBLE 

JAN 

JANITOR 

SJ 

SLIP JOINT, SCORED JOINT 

DEG 

DEGREE 

JAN CLO 

JANITOR'S CLOSET 

SPEC 

SPECIFICATION 

DEMO 

DEMOLISH, DEMOLITION 



SPKR 

SPEAKER 

DEPT 

DEPARTMENT 

KIT 

KITCHEN 

SQ 

SQUARE 

DF 

DRINKING FOUNTAIN 



SS 

SERVICE SINK 

DIA 

DIAMETER (EXTERIOR) 

L 

LONG, LENGTH 

SST 

STAINLESS STEEL 

DIAG 

DIAGONAL 

LAB 

LABORATORY 

STA 

STATION 

DIFF 

DIFFUSER/DIFFERENCE 

LAM 

LAMINATE(D) 

STC 

SOUND TRANSMISSION CLASS 

DIM 

DIMENSION 

LAU 

LAUNDRY 

STD 

STANDARD 

DISP 

DISPENSER 

LAV 

LAVATORY 

STL 

STEEL 

DIV 

DIVISION 

LB 

POUND(S) 

STOR 

STORAGE 

DL 

DEAD LOAD 

LF 

LINEAR FOOT, (FEET) 

STRUCT 

STRUCTURAL 

DR 

DOOR J DRAIN 

LH 

LEFT HAND 

SUSP 

SUSPENDED 

DS 

DOWNSPOUT 

LIB 

LIBRARY 

SYS 

SYSTEM 

DW 

DISHWASHER 

LKR 

LOCKER 

SYMM 

SYMMETRICAL 

DWG 

DRAWING 

LL 

LIVE LOAD 





LLH 

LONG LEG HORIZONTAL 

T 

TREAD 

E 

EAST 

LLV 

LONG LEG VERTICAL 

T/ 

TOP OF 

EA 

EACH 

LONG 

LONGITUDINAL 

TA 

TOILET ACCESSORY 

EIFS 

EXTERIOR INSULATION 

LOC 

LOCATION 

T&B 

TOP & BOTTOM 


AND FINISH SYSTEM 

LPT 

LOW POINT 

T&G 

TONGUE & GROOVE 

EJ 

EXPANSION JOINT 

LT 

LIGHT 

TEL 

TELEPHONE 

EL 

ELEVATION 

LTG 

LIGHTING 

TEMP 

TEMPORARY 

ELAST 

ELASTOMERIC 

LVR 

LOUVER 

THK 

THICK 

ELEC 

ELECTRIC(AL) 



TLT 

TOILET 

ELEV 

ELEVATOR 

M 

METER 

TO 

TOP OF 

EMER 

EMERGENCY 

MACH 

MACHINE 

TOPO 

TOPOGRAPHY, TOPOGRAPHIC 

EMERSHR 

EMERGENCY SHOWER 

MAINT 

MAINTENANCE 

TRTD 

TREATED 

ENCL 

ENCLOSURE 

MATL 

MATERIAL 

TV 

TELEVISION 

ENGR 

ENGINEER 

MAX 

MAXIMUM 

TYP 

TYPICAL 

ENTR 

ENTRANCE 

MECH 

MECHANICAL 



EO 

ELECTRIC OUTLET 

MEMB 

MEMBRANE 

U 

HEAT TRANSFER COEFFICIENT 

EOS 

EDGE OF SLAB 

MEP 

MECHANICAL, ELECTRICAL, PLUMBING 

UH 

UNIT HEATER 

EP 

ELECTRICAL PANEL 


AND FIRE PROTECTION 

UL 

UNDERWRITER'S LABORATORIES 

EQ 

EQUAL 

MEZZ 

MEZZANINE 

UNEX 

UNEXCAVATED 

EQUIP 

EQUIPMENT 

MFR 

MANUFACTURER 

UNFIN 

UNFINISHED 

ETC 

ET CETERA 

MH 

MANHOLE 

UNO 

UNLESS NOTED OTHERWISE 

EW 

EACH WAY 

MHO 

MAGNETIC HOLD OPEN 

UTIL 

UTILITY 

EWC 

ELECTRIC WATER COOLER 

MIN 

MINIMUM 



EXH 

EXHAUST 

MISC 

MISCELLANEOUS 

VB 

VINYL BASE 

EXIST 

EXISTING 

MKRBD 

MARKER BOARD 

VENT 

VENTILATION 

EXP 

EXPANSION 

MM 

MILLIMETER 

VERT 

VERTICAL 

EXT 

EXTERIOR, EXTERNAL 

MO 

MASONRY OPENING 

VEST 

VESTIBULE 



MTG 

MEETING 

VIF 

VERIFY IN FIELD 



MTL 

METAL 

VNR 

VENEER 



MULL 

MULLION 

VOL 

VOLUME 



N 

NORTH 

W 

WEST 



NIC 

NOT IN CONTRACT 

W/ 

WITH 



NO 

NUMBER 

W/O 

WITHOUT 



NOM 

NOMINAL 

WC 

WATER CLOSET 



NTS 

NOT TO SCALE 

WD 

WOOD 





WG 

WALL GUARD 





WH 

WATER HEATER 





Wl 

WROUGHT IRON 





WP 

WORKING POINT 





WSCT 

WAINSCOT 





WT 

WEIGHT 





WWF 

WELDED WIRE FABRIC 





WWM 

WELDED WIRE MESH 
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MATERIALS 


= SOIL-COMPACTED 


SOIL-UNDISTURBED 


POROUS FILL-COURSE 
(CRUSHED STONE) 


POROUS FILL - MEDIUM 


(GRAVEL) 


POROUS FILL-FINE 
(SAND) 


BITUMINOUS PAVING 
(ASPHALT) 


CONCRETE - 

LIGHTWEIGHT (TOPPING) 


MASONRY-BRICK 


MASONRY-CONCRETE 
MASONRY UNIT (CMU) 


METAL-ALUMINUM 


METAL-ORNAMENTAL 


CONTINUOUS WOOD 
FRAMING 


WOOD - PLYWOOD 



WOOD - PARTICLE BOARD 


WOOD-FLOORING 


GYPSUM WALLBOARD 


RIGID INSULATION 


BATT INSULATION 


RESILIENT FLOORING 


INSULATED GLAZING 


MONOLITHIC GLASS 




BACKER ROD 
AND SEALANT 


GENERAL PROJECT NOTES 


1. NOTES APPEAR ON VARIOUS DRAWINGS FOR DIFFERENT SYSTEMS AND MATERIALS. REVIEW ALL SHEETS AND 
APPLY NOTES TO RELATED BUILDING COMPONENTS. 

2. REFER TO COMPLETE SET OF ISSUED CONTRACT DOCUMENTS FOR APPLICABLE NOTES, ABBREVIATIONS, AND 
SYMBOLS. 


3. DO NOT SCALE THE DRAWINGS. IF DIMENSIONS ARE IN QUESTION OBTAIN CLARIFICATION FROM THE ARCHITECT 
BEFORE CONTINUING. 

4. MAINTAIN EXISTING FIRE BLOCKING. REPAIR OR REINSTALL FIREBLOCKING WHERE MODIFICATION IS NECESSARY 
FOR NEW CONSTRUCTION. 

5. ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC CORROSION. 

6. PRIOR TO COMMENCEMENT OF RELATED WORK: REVIEW, MEASURE, AND CONFIRM DIMENSIONS AND UTILITY 
CONNECTIONS OF OWNER PROVIDED EQUIPMENT AND FURNISHINGS. 

7. SEAL PENETRATIONS THROUGH EXTERIOR BUILDING AIRA/APOR BARRIER. 

8. FULLY LAY OUT CONTROL LINES, WALL, AND WALL OPENINGS WITHIN CONSTRUCTION AREA PRIOR TO START OF 
PARTITION INSTALLATION. VERIFY THAT DIMENSIONS ARE CONSISTENT WITH REQUIREMENTS INDICATED IN THE 
DRAWINGS. REPORT ANY CONFLICTS OR DIMENSIONAL INCONSISTENCIES TO THE ARCHITECT PRIOR TO 
INSTALLATION. 


9. FINISH FLOOR ELEVATIONS ARE TO ALIGN WITH EXISTING. 

10. GANG MULTIPLE SWITCHES TOGETHER INTO ONE BOX WITH A SINGLE COVER PLATE WHENEVER POSSIBLE. 
MULTIPLE SWITCHES, WHICH CANNOT BE GANGED TOGETHER IN THE SAME BOX, SHALL BE LOCATED AS CLOSE 
TOGETHER AS POSSIBLE AND MOUNTED AT THE SAME HEIGHT. DEVICES WITH VARYING HEIGHT REQUIREMENTS 
MOUNTED ON WALLS OR ADJACENT TO DOORS SHALL BE STACKED VERTICALLY ALONG THEIR CENTERLINES. 

11. SEALANTS EXPOSED TO VIEW SHALL BE CUSTOM COLOR AS SELECTED BY THE ARCHITECT. 


12. COORDINATE LOCATION AND COMPATIBILITY OF SEALANTS WITH ADJACENT WORK, INCLUDING MATERIALS AND 
OTHER CONTIGUOUS SEALANTS. 

EXCAVATION 

1. USE CAUTION WITH HEAVY EQUIPMENT AND HANDWORK NEAR EXISTING FIELDSTONE FOUNDATION. STRUCTURAL 
INTEGRITY OF EXISTING FOUNDATIONS CONCEALED BELOW GRADE IS NOT KNOWN. 

2. REVIEW EXISTING LANDSCAPE PLANTING WITH OWNER BEFORE STARTING WORK. LOCATE BOUNDARY OF CUTS 
TO PROVIDE ADEQUATE CLEARANCE TO THE ROOTS OF ORNAMENTAL TREES THAT MUST BE PRESERVED. 

3. DO NOT BURY CONSTRUCTION WASTE ON THE PROJECT SITE. 


FOUNDATION AND SLAB ON GRADE 

1. PROVIDE CONTINUOUS STRIP FOOTINGS MINIMUM 2'-0" WIDE X 12" DEEP WITH KEYWAY FOR FOUNDATION WALLS. 

2. PROVIDE MINIMUM 8" THICK CAST-IN-PLACE CONCRETE FOUNDATION WALLS WITH CAST-IN-PLACE ANCHOR BOLTS 
FOR SILL PLATES. 

3. STABILIZE EXISTING FIELDSTONE FOUNDATION WITH CAST-IN-PLACE CONCRETE WALLS WHERE EXPOSED BY 
EXCAVATION. 


FRAME 

1. PROVIDE MINIMUM 2X6 WOOD FRAME FOR EXTERIOR WALLS WITH MINIMUM 1/2" THICK PLYWOOD OR OSB 
SHEATHING. 

2. PROVIDE A CONTINUOUS AIR BARRIER ON THE EXTERIOR FACE OF WALL SHEATHING. OVERLAP JOINTS AND SEAL 
ACCORDING TO THE MANUFACTURER'S RECOMMENDATIONS. ONLY USE MANUFACTURER-RECOMMENDED TAPES 
AND SEALANTS. SEAL TO THE UNDERSIDE OF THE ROOF AND TO THE FOUNDATION WALL. SEAL THE AIR BARRIER TO 
WINDOW AND DOOR FLANGES. 

3. PROVIDE MINIMUM 2X10 FLOOR AND ROOF JOISTS. PROVIDE STRUCTURAL CAPACITY TO ACCOMODATE THE 
FOLLOWING UINFORM LIVE LOADS (REFER TO 780 CMR TABLE 1607.1): 

ROOF 20 LBS/SF (50 LBS/SF SNOW LOAD) 

ATTIC WITH STORAGE 20 LBS/SF 

SLEEPING AREAS 30 LBS/SF 

ALL OTHER AREAS 40 LBS/SF 

4. PROVIDE MINIMUM 1/2" THICK PLYWOOD ROOF SHEATHING. 

5. EXPOSED RAFTER TAILS AND EXPOSED BEAD BOARD SHEATHING TYPICAL AT EAVES TO MATCH EXISTING. 


SIDING AND TRIM 

1. PRE-PRIMED RED CEDAR SHINGLE, MATCH EXPOSURE AND ALIGN COURSES WITH EXISTING. 

2. PRESSURE-TREATED, PRE-PRIMED PINE TRIM (WINDSOR ONE OR SIMILAR). PRIME ALL CUTS WITH ALKYD PRIMER. 

3. MATCH EXISTING MOULDINGS AND TRIM DIMENSIONS. 

ROOFING 

1. CONFIRM ALL PRODUCTS IN CONTACT WITH EACH OTHER ARE COMPATIBLE AND ACCEPTABLE TO THE 
MANUFACTURER OF THE ROOF SHINGLE. 

2. INSTALL A FULLY ADHERED ICE AND WATER SHIELD FOR A MINIMUM OF 48" FROM THE LOWEST EDGE OF THE 
ROOF. OVERLAP AND SEAL ALL JOINTS ACCORDING TO THE MANUFACTURER'S RECOMMENDATIONS, AND NOT LESS 
THAN 4". 

3. PROVIDE ARCHITECTURAL SHINGLES WITH A 40-YEAR WARRANTY TO MATCH THE EXISTING ROOF. 

4. PROVIDE A CONTINUOUS RIDGE VENT AND CORRESPONDING SOFFIT VENTS. 

WINDOWS AND DOORS (EXTERIOR): 

1. PROVIDE MARVIN WOOD ULTIMATE DOUBLE HUNG WINDOWS WITH INSULATED GLAZING UNITS (ARGON-FILLED 
AND LOW-E COATING) TO MATCH EXISTING WINDOWS. 


INTERIOR PARTITIONS 

1. PROVIDE MINIMUM 2X4 WOOD FRAME PARTITION, TYPICAL. PROVIDE 2X6 FRAMING WHERE PLUMBING RISERS ARE 
LOCATED. 


INTERIOR FINISHES: 

1. WALLS AND CEILINGS: 

1/2" BLUE BOARD WITH 1/8" VENEER PLASTER TYPICAL. 6" TO 7" PAINTED 2-PART WOOD BASE TO MATCH 
EXSTING. 

CERAMIC TILE AT TUB AND SHOWER (3) SIDES TO CEILING. 

2. FLOORS: 

SEALED CONCRETE AT BASEMENT. 

7/8" X 3 1/4" AMERICAN BEECH WITH CLEAR POLYURETHANE FINISH, TYPICAL ON LEVEL 1 UNLESS 
OTHERWISE NOTED. 

7/8" X 3 1/4 FIR OR PINE WITH CLEAR POLYURETHANE FINISH, TYPICAL ON LEVEL 2 UNLESS OTHERWISE 
NOTED. 

CERAMIC TILE AT BATHROOM, TILE BASE 

3. TRIM: 


PAINTED POPLAR MOULDINGS TO MATCH EXISTING. PROFILES ARE AVAILABLE AT ANDERSON & MCQUAID, 
CAMBRIDGE,MA. 

4. SHOWER: 

TILE WALLS AND BASE. 

GLASS DOOR. 


ALTERNATES 


1. PROVIDE ALTERNATE PRICING TO DELETE FINISHED FLOORING, PLASTER BOARD AND PLASTER VEENEER FROM 
STUDIO 153. 


MECHANICAL NOTES 


1. PLUMBING AND HVAC WORK MUST BE PERFORMED BY A PLUMBING AND HVAC CONTRACTOR LICENSED IN 
MASSACHUSETTS. 

2. INCLUDE ELECTRIC BASEBOARD HEAT IN THE NORTH OPTION. THE WEST OPTION WILL HAVE A RECESSED CAST- 
IRON RADIATOR CONNECTED TO THE EXISTING FORCED HOT WATER SYSTEM. 


ELECTRICAL NOTES 


1. ELECTRICAL WORK MUST BE PERFORMED BY AN ELECTRICIAN LICENSED IN MASSACHUSETTS. 

2. PROVIDE SMOKE DETECTORS, IN LOCATIONS COMPLYING WITH LOCAL BUILDING CODE. 


9 

CHRIS LOCKERY 

110 CRESCENT HILL AVENUE 
ARLINGTON, MA 02474 

781.354.6058 

clockery@gmail.com 


C 


CO 

CO 


m 

=3 

CO 


PROJECT 


CO 

CO 


o 

o 


o 

Q£ 


CO <© 

o 


o 

oc 

o 


BROOKS-LOCKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 


O 

I- 

O 


01 

< 


KEYPLAN 


ISSUE CHART 


|MARK| ISSUE I DATE | 

Job Number 

Drawn 

Author 

Checked 

Checker 

Approved 

Approver 


TITLE 


ARCHITECTURAL 
GENERAL NOTES, 
SYMBOLS AND 
ABBREVIATIONS 

SHEET NUMBER 

G00-01 


2 



























































































































































































VIEW FROM SOUTHWEST 


VIEW FROM NORTHWEST 


VIEW FROM NORTHEAST 

3 


2 



10 

CHRIS LOCKERY 

110 CRESCENT HILL AVENUE 
ARLINGTON, MA 02474 

781.354.6058 

clockery@gmail.com 


C 




EXISTING - LEVEL 02 

1/8" = r-o” 



CO 

CO 


m 

=3 

CO 


PROJECT 


CO 

CO 


o 

o <=> 

7 _ cm 

I— o 

O CM 

01 o> 

CO <0 
Q 
o 
OC 

o 

I— 

CO 


BROOKS-LOCKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 


O 

I- 

O 


01 

< 


KEYPLAN 



NORTH 



EXISTING - LEVEL 01 

i/ 8 " = r-o" 


ISSUE CHART 



2 











































































































































































































11 

CHRIS LOCKERY 


781.354.6058 

clockery@gmail.com 


CM 

lf> 


if) 

O 

z 

o 

ai 

D_ 

i z 
CD 
if) 
LU 

o 

o 


o 

if) 


BR00KS-L0CKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 


|MARK| ISSUE I DATE | 

Job Number 

Drawn 

Author 

Checked 

Checker 

Approved 

Approver 


SITE PLAN 


SHEET NUMBER 


A10-01 










































































































LEVEL 

\zj 1/4" = I'-O' 


01 FLOOR PLAN 


d> 


BASE 

\_y 1 / 4 " = 1 


BASEMENT FLOOR PLAN 


■”=r-o" 




12 

CHRIS LOCKERY 


781.354.6058 

clockery@gmail.com 


CO - 
if) 


CQ 

=3 

CO 

z 

o 

CO 

CO 


o 

o 


BROOKS-LOCKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 


O CNI 

0£ o> 

CO <0 
Q 

g 

Of 

o 

I— 
if) 


o 

I- 

o 


q: 

< 


|MARK| ISSUE I DATE | 

Job Number 

Drawn 

Author 

Checked 

Checker 

Approved 

Approver 

TITLE 

FLOOR PLANS 
BASEMENT 
AND LEVEL 1 


SHEET NUMBER 


All-01 


























































































































































































































































































































3 



13 

CHRIS LOCKERY 

110 CRESCENT HILL AVENUE 
ARLINGTON, MA 02474 

781.354.6058 

clockery@gmail.com 


C 


O CNI 
QZ O) 

co 

Q 

o 

oc 

o 

I— 

CO 


PROJECT 


BR00KS-L0CKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 



LEVEL 02 FLOOR PLAN 





KEYPLAN 



NORTH 


ISSUE CHART 


A 


i -ME 


TITLE 

FLOOR PLANS 
LEVEL 2 AND ROOF 


SHEET NUMBER 

All-02 


3 


1/4" = I'-O" 





















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































© 


TYPICAL EAVE 



fTVWALLJ 

v_y i" = i'-o" 


WALL SECTION 


16 

CHRIS LOCKERY 


781.354.6058 

clockery@gmail.com 


if) - 
if) 


CQ 

=3 

if) 

Z 

o 

a) 

if) 


o 

o 


BR00KS-L0CKERY 

RESIDENCE 

110 CRESCENT HILL AVE 
ARLINGTON, MA 


O CNI 
0£ O) 


00 to 

o 


g 

Of 

o 


o 

I- 

O 


q: 

< 


|MARK| ISSUE I DATE | 

Job Number 

Drawn 

Author 

Checked 

Checker 

Approved 

Approver 


TITLE 


EXTERIOR WALL 
SECTIONS 


SHEET NUMBER 


A30-01 































































































































1 I 3 I 2 I i 

17 

CHRIS LOCKERY 

110 CRESCENT HILL AVENUE 
ARLINGTON, MA 02474 

781.354.6058 

clockery@gmail.com 


SPECIFICATIONS 

MANUFACTURER: 

MODEL: 

FUNCTION: 

WOOD SPECIE: 
GLASS: 

DIVIDED LITE: 

SPACER BARS: 

HARDWARE: 

EXTERIOR CASING: 

JAMB/FRAME: 

SILL/SUBSILL: 

SCREENS: 

SCREEN FRAME: 


CAP FLASHING 

MARVIN 

WOOD ULTIMATE DOUBLE HUNG AND DOUBLE HUNG PICTURE 
ALL WUDH SASHES OPERATIONAL, WUDHP TO BE STATIONARY 
STANDARD PRIMED WOOD EXTERIOR AND INTERIOR 
INSULATING LOW E II ARGON (U-FACTOR 0,29) 

SDL SIMULATED DIVIDED LIGHT, f PRIMED WOOD MUNTINS 
LIGHT BRONZE 

STANDARD SASH LOCK, BRASS 

f X 4-j" PRIMED FLAT CASING AS SHOWN, APPLIED MOLDING TO MATCH EXISTING 
6-& P DEEP FRAME FOR 2X6 CONSTRUCTION 
T HISTORIC NOSING AS SHOWN 

FULL HEIGHT REMOVABLE SCREENS, ALLOW BOTH SASHES TO OPERATE, CHARCOAL FIBERGLASS 
ALUMINUM, COLOR: SIERRA WHITE 



ROUGH OPENING 







WINDOW TYPE B 
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MARVIN 


Products Solutions Inspiration Why Marvin 


fVA*V#« tlZTi-aT-F? ZOLLPCTJOfl . 'KIHA lliTlkV.’ • * '.IlDhMIT ViOC D DOLfli." HU O 


ULTIMATE WOOD DOUBLE HUNG 

ns Wood Lftimafe Dsubt Mjn-g 



The all-wood Marvin Signature 
Ultimate Wood Double Hung 
window is a classic style ideal tor 
historic projects where a wood 
exterior is needed to ma:ch original 
architectural details. Flexible design 
options like wood species and stains 
coupled with single hung or 
stationary sash configurations assist 
with historical accuracy, while wash 
mode m = kes cleaning easy. 



Features of the Ultimate Wood 
Double Hung Window 

■ Available m ♦reighis up to 3 fee: or _,p to 4 

■ M'jlup e design options and wocoi available :o ~ia:ch hrsiorica assrn -t : an :J 
desaan sreouuernents 

■ Also availnd'e sz a -cum top, single hung, stationary tsar.-wm d: c aure window 

■ Uniz u- 7,w:n rrooe .• c'.so- deaning of bc*.‘- r oes of z ass Voti indoors 

■ Available w:n IZZ ■:ast* hun-izane :err ^zaur n 
- CE cenrlieo 


INTBOOG 


EXTERIOR 


MARVIN 


Products Solutions Inspiration Why Marvin 
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Authentic Divided Lite 



(ADL) 

Separate pieces of g ass are 
glazed between muntin bars - the 
way windows have been made 
since the beginning but with 
Marvin's jpdated design :o 
•ncrease energy efficiency 


GriEles-betweervthe-Glass (GBGsJ 



Gnlles are permanently installed 
between the glass panes for a 
low-maintenance, smooth exterior 
and easy cleaning. Choose from 
13 exterior colors and 4 interior 
colors 




Simulated Divided Lite with Spacer Bar {SDLS) 

I B \ Paired with SDL bars on the 

By \ exterior of the glass, a spacer bar 

is installed between the glass, 

Vv creating an even closer match to 

IllflV the Authentic Divided Ute look 


Simulated Divided Lite (SDL) 

An energy-efficient way to create 
the look of authentic drvided 1'ites, 
SDL bars are permanent.*)* 
adhered to both sides of the glass 
and are available with or without a 
spacer bar installed between the 
glass to create even more depth 
that resembles an ADL 


Selected: "opSash Rectangular 


t »(i ^ 

/ 1A 


SIZE AND LAYOUT TO MATCH 
EXISTING 


Patterns 

Earvin's custom capabilities allow us to create a mpsfany divoed ‘ite pattern you can dream up : with combinations of widths, unique pro* les, 
‘eaangular or radius cuts and more Choose fprnan existing lite cut, specify custom divided lites according to a new design or ask our des gn 
orofessiona s to assist in creating a pattern^? your needs 


Top Sash Rectangular 















































































































Silver Birch 


Weathered Wood 


CertainTeed 


SAINT-GOBAIN 


Heather Blend 


Featuring 

StreakFighter® & 
NailTrak® Technology 


■ •. 


j p 


• jbit 

ijfi 

- 


SET 


Charcoal Black 


Cobblestone Gray 


Granite Gray 




ENERGY STAR 


^ v 




I 




MODEL AND COLOR 
TO MATCH EXISTING 




LANDMARK® 

SERIES SHINGLES 
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Colonial Slate 



Hunter Green 
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Technical Data Sheet 


Landmark®, Landmark® Premium, Landmark® Pro Shingles, 
Landmark® Pro/Architect 80 (NW Region Only) Shingles 


PRODUCT INFORMATION 

Landmark shingles reflect the same high manufacturing standards 
and superior warranty protection as the rest of CertainTeed's line of 
roofing products. Landmark Premium (and Algae Resistant-AR), 

Landmark PRO (and AR) and Landmark (and AR) are built with the 
industry's toughest fiber glass mat base, and their strict dimensional 
tolerance assures consistency. Complex granule color blends and 
subtle shadow lines produce a distinctive color selection. Landmark is produced with the unique NailTrak® 
nailing feature. Please see the installation instruction section below for important information 
regarding NailTrak. 

In the Northwest Region Landmark PRO (AR) is double-branded as Landmark PRO/Architect 80 (AR). 

Landmark algae-resistant (AR) shingles are algae-resistant and help protect against dark or black 
discoloration, sometimes called staining or streaking, caused by blue-green algae. AR shingles are not 
available in all regions. 

Colors: Please refer to the product brochure or CertainTeed website for the colors available in your 
region. 

Limitations Use on roofs with slopes greater than 2" per foot. Low-slope applications (2:12 to <4:12) 
require additional underlayment. In areas where icing along eaves can cause the back-up of water, apply 
CertainTeed WinterGuard® Waterproofing Shingle Underlayment, or its equivalent, according to 
application instructions provided with the product and on the shingle package. 

Product Composition: Landmark Series shingles are composed of a fiber glass mat base. Ceramic- 
coated mineral granules are tightly embedded in carefully refined, water-resistant asphalt. Two pieces of 
the shingle are firmly laminated together in a special, tough asphaltic cement. All Landmark shingles have 
self-sealing adhesive strips. 



Applicable Standards 

ASTM D3018 Type I 
ASTM D3462 

ASTM El08 Class A Fire Resistance 
ASTM D3161 Class F Wind Resistance 
ASTM D7158 Class H Wind Resistance 
UL 790 Class A Fire Resistance 


ICC-ES ESR-1389 and ESR-3537 
CSA Standard A123.5 (Regional) 
Miami-Dade Product Control Approved 
Florida Product Approval # FL5444 
Meets TDI Windstorm Requirements 


Technical Data: 


Weight/Square (approx.) 
Dimensions (overall) 
Shingles/Square (approx.) 
Weather Exposure 


Landmark 
(and AR) 

219 to 238 lb ** 
13 1/4" x 38 3/4" 
66 

5 5/8" 


Landmark PRO* 
(and AR) 

240 to 267 lb ** 
13 1/4" x 38 3/4" 
66 

5 5/8" 


Landmark Premium 
(and AR) 

300 lb 

13 1/4" x 38 3/4" 

66 

5 5/8" 


includes Landmark PRO AR/Architect 80 
**Dependent on manufacturing location 
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Technical Data Sheet 

Landmark® Series Shingles Page 2 of 2 


INSTALLATION 

Detailed installation instructions are supplied on each bundle of Landmark shingles and must be followed. 
Separate application sheets may also be obtained from CertainTeed. 

Hips and Ridges: For capping hip and ridge apply CertainTeed Shadow Ridge®, Cedar Crest® or 
Mountain Ridge® shingles of a like color. 

MAINTENANCE 

These shingles do not require maintenance when installed according to manufacturer's application 
instructions. However, to protect the investment, any roof should be routinely inspected at least once a 
year. Older roofs should be looked at more frequently. 

WARRANTY 

Landmark Premium (and AR), Landmark PRO/Architect 80 AR, Landmark PRO (and AR), and Landmark 
(and AR) shingles carry a lifetime limited, transferable warranty to the consumer against manufacturing 
defects when applied to stated CertainTeed application instructions for this product. In addition, 

Landmark Premium (and AR), Landmark PRO (and AR), Landmark PRO/Architect 80 AR, and Landmark 
(and AR) carry 10-years of SureStart™ Protection. Landmark AR shingles carry a 10-year algae 
resistance warranty. Landmark Premium AR, Landmark PRO AR, and Landmark PRO/Architect 80 AR 
shingles carry a 15-year algae resistance warranty. For specific warranty details and limitations, refer to 
the warranty itself (available from the local supplier, roofing contractor or on-line at www.certainteed.com ). 


FOR MORE INFORMATION 

Sales Support Group: 800-233-8990 
Web site: www.certainteed.com 

See us at our on-line specification writing tool, CertaSpec®, at www.certainteed.com/certaspec . 


CertainTeed 

20 Moores Road 
Malvern, PA 19355 

© 01/20 CertainTeed 
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